
Technical data sheet

170x65x41Overall dimensions [WxDxH] [mm.]

-10 ÷ 50Temperature range [C°]

0.4Weight [kg.]

470 ÷ 862Frequency Range [MHz]

420 ATV (300 DTV)Maximum Total Power [W]

> 30Return loss [dB]

Connections

Electrical Characteristics

1:Mkr (MHz)    dB           2:Mkr (MHz)    dB           
1:  470.00    -2.76         
2>  650.00    -3.29         
3:  860.00    -2.93         

  -5

-4.5

  -4

-3.5

-2.5

  -2

-1.5

  -1

Abs

dB  

Ch1

1:Transmission &M Log Mag  0.5 dB/ Ref  -3.00 dB C 
2:Off

Start 400.000 MHz          Stop 900.000 MHz

1

M1

300W UHF HYBRID COUPLER
COUPLING FACTOR

1 2
3

 Ch1:Mkr2  650.000 MHz
  -3.29 dB

 Ch2:Mkr3  860.000 MHz
 -42.43 dB

Mechanical Characteristics

1:Mkr (MHz)    dB           2:Mkr (MHz)    dB           
1:  400.00   -32.84         1:  400.00   -37.37         
2>  650.00   -34.45         2:  650.00   -37.89         
3:  900.00   -36.60         3>  900.00   -41.41         
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Abs

dB  

Ch1

Ch2

1:Transmission Log Mag 10.0 dB/ Ref   0.00 dB C 
2:Reflection Log Mag 10.0 dB/ Ref   0.00 dB C 

Center 650.000 MHz          Span 500.000 MHz
Center 650.000 MHz          Span 500.000 MHz
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300W UHF HYBRID COUPLER
ISOLATION AND RETURN LOSS

1

2

3

 Ch1:Mkr2  650.000 MHz
 -34.45 dB

1 2

3

 Ch2:Mkr3  900.000 MHz
 -41.41 dB

50Impedance [Ohm]

> 30Insulation [dB]

3 ± 0.3Coupling Factor [dB]

N

1610-TPart Number

3dB Hybrid Coupler 300W

DIN  7/16Connections options

Band IV-V

Hybrid couplers

24/04/2015Data updating

All data contained in this technical sheet

are not binding and can be changed

without notice

Delta Meccanica s.r.l.

Via Fontanelle di Bardano, 20 - 05018 Orvieto (TR) - Italy

Phone +39 0763 316222 - Fax +39 0763 316267

e-mail info@deltameccanica.com - web www.deltameccanica.com


